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FOREWORD

« For a better displacement of ground based weather radar information
inside (ATC units) and outside (operators and flight crew members)
ENAV S.p.A., the Meteorological Department of ENAV S.p.A. introduced
(first issue on Monday, 9th March 2009) a new kind of weather radar
report, for reporting information derived from its own ground weather
radar of Rome Fiumicino and Milan Linate.

TAD (THUNDERSTORM AREA DETECTION)

LIML MET RADAR 15 031400/031500Z HVY
OCNL ECHOES AREA RADO50KM TS 09DEG
S51IMIN E 46DEG 13MIN N TOP 8000M STNR
WKN /./ HVY ISOL ECHO RADO30KM TS OVER
MEDAM TOP 11000M MOV E 13M/S NC=
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THUNDERSTORM AREA DETECTION CODE

The new report provides the following elements:

- ICAO reporting station code and sequence number;
- validity;

- echo intensity;

- echo extension;

- associated phenomena (present weather);

- echo position;

- top of clouds;

- movement forecast;

- intensity forecast;

- remark.
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THUNDERSTORM AREA DETECTION CODE

1. ICAQ reporting station code and sequence number
LIRF MET RADAR XX
LIML MET RADAR XX
« This group shall always be included in any report; sequence numbers (two

digits: for example 01 for report number 1) start at 00.00 UTC and end at 23.59
UTC.

* Any report shall be referred to a circular area, radius of 150 km, centred on the
airport issuing the report.

2. Validity

GGHHMM/GGHHMMZ

« reported in day and UTC time. Shall be no less than one hour and no more than
three hours (except for what stated in section 11).

« This group shall always be included in any report. Starting time validity shall be
understood as “time of observation”, while the validity period shall be referred to
the forecasts of “movement” and “intensity” (see section 9 and 10).

* No more than one report for each station shall be present at any given time.
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THUNDERSTORM AREA DETECTION CODE
3. Echo intensity

feeble FBL <20 dBz
moderate MOD from 20 to 35 dBz
mod/heavy MOD/HVY from 35 to 55 dBz
heavy HVY > 55 dBz

 In the event of a single echo, intensity shall be understood as the maximum
intensity of the echo itself; in the event of an area or a line of echoes, intensity
shall be understood as the maximum intensity inside the area or along the line.
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THUNDERSTORM AREA DETECTION CODE

4. Echo extension
* [ISOL ECHO RAD XXXNM (XXX KM)

single echo, having a radius of XXX nautical miles (or XXX kilometres);
 ISOL ECHOES AREA RAD XXXNM (XXX KM)

echoes covering less than 50% of a circular area, having a radius of XXX
nautical miles (or XXX kilometres);

* OCNL ECHOES AREA RAD XXXNM (XXX KM)

echoes covering from 50% to 75% of a circular area, having a radius of XXX
nautical miles (or XXX kilometres) ;

« FRQ ECHOES AREA RAD XXXNM (XXX KM)

echoes covering more than 75% of a circular area, having a radius of XXX
nautical miles (or XXX kilometres) ;

« CNS ECHOES LINE WID XXXNM (XXX KM)

a continuous line of echoes (or echoes displayed as not to be reported divided
into different areas), having a thickness of XXX nautical miles (or XXX
kilometres)

« Radius or thickness shall always be reported with three digits (e.g.: 005KM for a
radius of 5 kilometres) and be always followed by the relative unit (NM or KM).
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5. Present weather

. This group should always be included in any report; its absence shall be
understood as in consequence of the impossibility of its identification.
Present weather shall be reported using the following abbreviation (or
combination thereof):
¥ RA rain
i GR halil
iii. SN snow

. Reporting of the phenomena should be preceded, if appropriate, by the
gualifier SH (shower) or TS (thunderstorm). Qualifier TS, used when
detecting the presence of electrical activity, should also by itself, when no
precipitations are detected.
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THUNDERSTORM AREA DETECTION CODE

6. Echo position

« This group shall always be included in any report. Echo position shall be
reported using one of the following statements:
— geographical locations

— geographical coordinates

« Geographical locations: common names (also in plain language) or ATC
significant points and radio navigation aids, using one of the eight points of
compass (N, NE, E, SE, S, SW, W, NW) or OVER in order to specify:

. position of the centre of the echoes area or of the single echo;

. positions of the extremities of the line, in the event of echoes displayed in a
continuous band, using the statement:

FM location name TO location name
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6. Echo position

« Geographical coordinates: in the sequence “latitude and longitude” or “longitude
and latitude”, using centesimal degrees (degrees, tenths and hundredths of
degree) or sexagesimal degrees (degrees and minutes), in order to specify:

. position of the centre of the echoes area or of the single echo;
a. XXDEG YYMIN N XXDEG YYMIN E
b. XX.XXDEG N XX.xxDEG E
c. XXDEG YYMIN E XXDEG YYMIN N
d. XX.xxDEG E XX.xXDEG N

. positions of the extremities of the line, in the event of echoes displayed in a

continuous band
a. FM XXDEG YYMIN N XXDEG YYMIN E TO XXDEG YYMIN N XXDEG YYMIN E
b. FM XX.XXDEG N XX.xXDEG E TO XX.xxDEG N XX.xxDEG E
c. FM XXDEG YYMIN E XXDEG YYMIN N TO XXDEG YYMIN E XXDEG YYMIN N
d. FM XX.XXDEG E XX.XxXDEG N TO XX.xXDEG E XX.XxXDEG N
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7. Top of clouds

 This group shall always be included in any report. Used for reporting the
maximum top of the echo (or the maximum top into the echoes area) in feet or
meters, using the statement:
TOP XXXXXFT (XXXXXM)

* The value shall be always followed by the related unit (FT or M), considering the
number of digits variable as necessary (for example: 8000M, 12000M or
20000FT).
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8. Movement

« This group should always be included in any report; its absence shall be
understood as a consequence of the impossibility of its identification. Used for
reporting a forecast about the direction and speed of the echo (or of the entire
echoes area) movements or the absence of movements, within the validity
period of the radar report. Movement shall be reported using one of the
following statements:

B MOV DD XXKT (XXMPS)
using one of the eight points of compass (N, NE, E, SE, S, SW, W, NW) in
order to report the direction of movement, followed by velocity in knots KT or
meters/seconds MPS). Direction of movement should also be reported without
any velocity data, in the impossibility of its identification;

i. STNR
for reporting a stationary condition.

» Velocity shall always be reported with two digits (e.g.. O5KT for reporting a
velocity of 5 knots) and be always followed by the related unit (KT or MPS).
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9. Intensity

 This group should always be included in any report; its absence shall be
understood as in consequence of the impossibility of its identification. Used for
reporting a forecast about the intensity of the echo (or of the entire echoes
area), relating to the validity period of the radar report. Intensity shall be
reported using one of the following statements:
I.  INTSF intensifying
ii.  WKN weakening

iii.  NC no change
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10. REMARK

* |In the event of a report issued for amending the previous one during its validity
time, the amended report shall be cancelled, appending to the new report the

statement:

RMK CNLXX

where XX is the progressive number of the cancelled report.
» |In this case, the presence of the remark group shall be considered mandatory.
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11. Special issue

« ECNIL

For reporting “no echoes detected”. In this case, the validity of the report should
be extended up to six hours.

« MAINT NOTAM XXXX

In the event of radar report not available due to maintenance or for any other
circumstance as reported in a specific NOTAM. In this case, the validity of the
report should be extended as to cover the entire NOTAM validity. NOTAM
number shall be appended to the report.

* NA

Radar report not available (any other circumstance not included in the previous
item)
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TAD examples

111238 LIRFYMYX

sDIYel LIRF 111238

TAD

LIRF MET RADAR 10 VALID 111300/111500Z BEN ECHCES LINE WID 0Z0EM FM
43DE= S35MIN E l1ZDEG S4MIN N TO 4ZDEG STMIN E 13DEG SEMIN N ToP 7000M
INTST NC=

NNNN
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> T —

LIRF MET ERADAER U1 VALID 1-0U20U 00Z ECNIL=

LIRF MET RADAR 16 VALT 12300/120200Z ECNIL=

LTIEF MET QEDEF 15 VALID 112100/112300Z HVY ISOL ECHOES RAD 010EM
TSREA CVER PONZAZ TOFP 7000M WEN=

LTIEF MET REDhE 14 VALID 112010/112100Z MOD CNS ECHOES LINE WID O10EM

-
—

S 10ET

CNS ECHOES

FM 11.63E 41.68N TO 1Z.
LIEF MET RADAER 14

E1E 41.33N ToP S5000M MOV
112010/1121002Z MOD

'r"ll'r:l'— T

LLliA

LA

WEN=

NE WID O0l0EM

FM 11.63E 41.68N TCO 1Z.61lE 41.33N TOP S000M MOV 5 1O0ET WEN=

LIRF MET RADAR 13 VALID 111%00/1120002 MOD/HVY CNS ECHOES LINE WID
O10EM TSRAE FM 11.6€3E 4Z.04N TO 1Z2.71E 41.36N TOP €000M MOV S 1SET
WEN=

111700/1119002 OCHNL RER

T

LIRF MET RADAER 12 VA

Lilal

g

'H_-__'k..-_-\_-

MOD/HVY TS 1Z2.66 E 42.2Z3 N TCOP 6000M MOV S WEN=
LIEF MET RADAR 11 VALID 111500/111700Z SCT ECHQOES LINE

FM 1Z.16E 4Z.75%N TC 14.
LIRF MET RADAR 10
£3DEG S55MIN

IR
NC=

INTST

U4E 41.48N TOP 7000M STNR INTST
VALID 111300/1115002Z BEN ECHOES LINE
1ZDEG 54MIN N TO £L4ZDEG S5T7MIN 13DEG EBMIN

L] i

LIRF MET RADAR 0% VALID 111100/111400Z ECNIL=
LIRF MET RADAR 08 VALID 110%00/111100Z ECNIL=
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More...

More details about TAD code
form and all information related
to the new report are given in
the AIC A13/2008, published by
ENAV S.p.A. on 4t December
2008.

AIC Is available here or via
email at

(Marco Tadini email here)
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) AIP ITALIA AIC
m: ':::23 Servizio Informazioni Aeronautiche A 13/2008
Fax: 068166016
e-mail: i ENAV S.p.A 4 DEC
web:  www.enav.it

Via Salaria, 716 - 00138 Roma

A13 GENITALIA

1.

TAD [ DRM AREA DE
RIPORTO DI A FINI TICI
DA RADAR METEO Di SUPERFICIE

A partire da iunadl @ marzo 2009, je Unita di Previsione
Meteorologica ENAV SpA @ Roma Flumicino e
Mummmmwahalnpcm

a sequio dl asvEa di

IIWM oamtm'rmn'mmermmma
Dataction). confiens | seguent! elements
- Kenticatvo ICAC @ stazicne emittente e numero
@ emissione;
- valaa
- Niensha defeco;
- eslengione de'eco;
« fenoment 3560058,
= POSITIONE Geireco.
- fop Oele Nt
- movimento;
- Varazione & ntenuitx
- remare
Identincativo ICAO @ stazions emittents @ numero
progressivo dl emissions
LIRF MET RADAR XX
LIML MET RADAR XX

Il dabo & @
medn-_paecerploot Indicare Il riporto n.1)
maemmu‘rcemmaezsseu‘rc
Il messaggio geve mierrsl ad un'area dircolare di 150
km, centrata sulfaercporio che emette I riporto.

Valiaita

VALID GG HHMMS CGHANMZ
espressa 1 giomo, ora & minul UTC.

Il dao & cbbigatoro. L'ora o o valdna dowra
essere mesa come ‘ora @ osservazione”, mentre Il
pmcmmmmmmmuala

di Intensita®
(v«l purt 9 10).

1l G0 @ CLLIGAOND. L'eCco COVra essere classiacata di
Intensita

a ook FBL
b.  mooerata MOD
c. camoserataafote MODIHVY
a  fote HVY
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1.

TAD (THUNDERSTORM AREA DETECTION) -
GROUND BASED WEATHER RADAR REPORT FOR
AERONAUTICAL PURPOSE

Starting from Monday 2% March 2009, ENAV SpA.
Forecasting Centres of Rome Fumicno and Mian Uinate
will I55ue 3 new Kind of report, folowing ground based
'weather radar observations.

The new repot, caled TAD (Thunderstorm Area
Detection), provides the following elements:

- ICAD reporting code and sequence number,

- validtty:
- echo intensty.

- echo extension.

. Wmmmml

- echo position;

= fop of clouds;

- movemernt

-nlmnym

ICAQ reporting station coos and sequence number

LIRF MET RADAR XX

LIML MET RADAR XX

This g-nup shal aways be Included In any report;

ce nUMbars (two digRs: for exampie 01 for report

number 1) start at 00.00 UTC and end & 23.53 UTC.
report shall be refemred 0 3 circular area, radius of

150 km, cantred on the airport iSsuing the report.

validity

VALID GG HH MMy GG MAZ

reported in day and UTC fime.

mugwpwnmoenmqnmymmsum‘g

W

or’mmvfam?mlr(uemsm 10).

No more than one report %or exch station (Rome
mmwummxmmmnmmm
time.

Echo Intenaity

Tnnsmw-mumanmmw
echo shall be classifed

FBL

o

MOD
Meay  MODMVY
HVY
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ANY QUESTION?
THANKS FOR YOUR ATTENTION

 Namlooh
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